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Introduction

Generalnotice:

Pay attentiontothe following notes, when
youareworkingwith WP Suspension products
asdescribedinthisworkshopmanual.

Always use cleanand professionaltools.
Regularyouneed nexttothe general
equipment, the specialtools of WP
Suspension.
Thesetoolswithaunique“T”number
(available atWP Suspension) protectyou
fromdamagingtheparts.

Always use aluminium protector-plates, when
clampingourproducts orpartsinthevice.

Alwaysreplace damagedorwornparts.
Cleanallpartsbefore assembling.

Caution:

Manytimesitis necesarrytoassemble parts
withT131,T132and T163.

These parts mustdryforatleastfour
hours!!
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Disassembly outer-tube

Note the rebound positionby
turningthe knobtotheright.

Notethe compression positionby
turningthe screwtotheright.

Clampthe outer-tubein T501S
andunscrewthe screwcap. (size
24)

CapPAwithT103!!

J
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N Clamptheforkleg (axle-clamp)in
theviceandletthe outer-tube
down.

Pullthe springdownwards....
J
e N
....andplace open-endspanner
(size 20) onthe hydraulic stop.

Unscrewthe screwcap.

@D rrontfork4357 MXMultiAdjuster2000 Disassemblyouter-tube



Workshop manual AT AT 5 LTI

4357MXMultiAdjuster2000

Product
Exploded View
Disassembly & Assembling

Removethe screwcapfromthe
pistonrod.

Ve

Removethesteelwasherandthe
preloadspacers.

Pullthe springdownwardsand
removethe spanner.
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Removethespring.

Removetheadjustmenttube.

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyouter-tube
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Drainthe oilouttheforkleg.

Clamptheaxle-clampinthevice
sothattheforklegisatan
angleof+45degrees.

Unscrewthe compression holder
outofthe axle-clamp. (size 19)
(whenthe cartridgeisrotating
withthe holder, bendthe piston
rodalittle bittothe side)

@ rrontfork4357 MXMultiAdjuster2000 Disassemblyouter-tube
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Remove holdercompression.
Caution: oiliscomingoutthe
cartridge.

Disassemblethe cartridge out
theforkleg.

Disassemblethe dust-wiper.
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Disassemblethecirclip.

Heatthe outer-tube nearthe
oilseal.
(nottoohot)

Pullwith both handsthe outer-
tube fromtheinner-tube.
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Remove DU-bushinner-tube.

Remove DU-bushouter-tube.

Remove supportring.

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyouter-tube
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Disassembletheoilseal.
Payattentiontoheassembling
direction!!!

Removethecirclip.

Removethedustwiper.

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyouter-tubet
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-dustwiper

-circlip

-oilseal

-supportring
-DU-bushouter-tube
-DU-bushinner-tube

Heatthe axle-clamp.

UseT503and T605....

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyouter-tube
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....andunscrewtheinner-tube
fromthe axle-clamp.

Removetheinner-tube.

Removethe O-ringoutthe groove
oftheaxle-clamp.
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Disassembly screwcap

Disassembletheadjustmentknob.
Payattentiontothe steelballs
andspring!!!

ForPAversion: Manual PAFront
Fork2000

Unscrewplasticholder
adjustmenttube outofthe
screwcap.

Removeairrelease screwwith O-
ring.

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyscrewcap
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-rebound adjustingknob
with steelballsand
spring
-holderadjustmenttube
-airrelease screwwith
O-ring

-screwcapwith O-ring

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyscrewcap
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Assembling screwcap

Assembletheairreleasescrew

Screwtheholderadjustmenttube
inthecap.

Greasethe O-ring, steelballs
andspringwith T158.
Assemblethe knobwithsteel
ballsandspring.

Frontfork 4357 MX Multi Adjuster 2000 Assemblingscrewcap
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Disassembly
cartridge

1.Clampthetubewith plugin
the clamping-block. (Tool T508S)

Frontfork 4357 MX Multi Adjuster 2000 Disassembly cartridge
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Unscrewthescrewsleeve.

Removethescrewsleeve outof
thetube.

Disassemblethe pistonrod
“complete”.

Pay attentiontothe piston
ring!!!

Frontfork 4357 MX Multi Adjuster 2000 Disassemblycartridge
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Clampthe pistonrodin T508S

“ nottoo tight " and unscrew
the hydraulicstopfromthe
pistonrod.

Removethe hydraulic stop.

Frontfork 4357 MX Multi Adjuster 2000 Disassembly cartridge
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Removethe screwsleevewith
springretainer.

Disassemblethe DU-bushwith
T507 and pressitoutthe
screwsleeve withsupportofthe
vice.

-springretainer
-screwsleeve
-DU-bush

Frontfork 4357 MX Multi Adjuster 2000 Disassembly cartridge
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Disassembly holder
compression

Clampthe compressionholderin
theviceandunscrewthe check-
valvenut. (size 17)
Versionwithalocking: remove
thelockingwithafile.

Removethecheck-valvenut.

Removethe check-valve spring.
Payattentiontothe assembling
direction!!!

B e

J
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Removethecheck-valve shim.

Disassemblethe compression
pistonwith O-ring.

Payattentiontotheassembling
direction!!!

R ™

Place ascrewdriverontop of

the holderand removetheentire
shimpacket.

Frontfork 4357 MX Multi Adjuster 2000
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Disassemblethe O-ring.

Removethe copperwasher.

-holdercompression
-copperwasher

-O-ring
-shimscompression

- piston compressionwith O-

9 2 ring
\% -shimcheck-valve
o ° . o ) -springcheck-valve

-nutcheck-valve

Frontfork 4357 MX Multi Adjuster 2000 Disassemblyholder
compression
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Assembling holder
compression

Replacecopperwasher.

Assemblethe O-ring.

Replacethe entire shimpacket.

&

|

Frontfork 4357 MX Multi Adjuster 2000 Assemblingholder
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Replace piston.
Payattentiontotheassembling

direction!!!

Replaceshimcheck-valve.

Replace springcheck-valve.
Payattentiontothe assembling

direction!!!

Frontfork 4357 MX Multi Adjuster 2000 Assemblingholder
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Wettingthe thread ofthe nut
withT132andtightenit....

....toatorque of 5Nm (+10%).

Checkifthe springis
correctly placedinthe chamber
ofthe nut.
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Disassembly tap
rebound

Clampthe pistonrod (atthe
levelwherethe hydraulicstop
ismounted)in T508S and unscrew
thereboundtap.

(Sizel7)

Removethereboundtap
“complete”.

Removethereboundspring.

Frontfork 4357 MX Multi Adjuster 2000 Disassemblytap
rebound
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Pullthe rebound needlewith
springoutofthetaprebound.

Checkthe O-ring.

Pay attentiontothe position of
thetriangularshimsonthe
piston!!
Clampthetapintheviceand
unscrewthe nut. (Size 10)
Versionwithlocking: Removethe
lockingwith afile.

Frontfork 4357 MX Multi Adjuster 2000 Disassemblytap
rebound
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Removethenut.
Payattentiontotheassembling
direction!!!

Place ascrewdriverontop of
thetapandremovetheentire
shimpacket.

Remove pistonrebound.
Payattentiontothe assembling
direction!!!

Frontfork 4357 MXMulti Adjuster 2000 Disassemblytap
rebound
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Remove check-valve shims.

Remove springcheck-valve.

-reb. adjustmentneedle
withO-ring

-spring

-taprebound

-spring check-valve
-shimscheck-valve

- pistonrebound

-shims

e . . -NUtM6x0.5
Qo
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Assembling tap
rebound

Assemblethe springandshims
check-valve.

Assemblethe pistonrebound.
Payattentiontothe assembling
direction!!!

Replacethe shims.
Pay attention to the position
of the triangular shims on

the pistoni!!

Frontfork 4357 MX Multi Adjuster 2000 Assemblingtaprebound
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Wettingthe thread ofthe nut
withT132.
Screwthenutonthetap....

7

....tightenthe nuttoatorque
of 5Nm (+10%).

Greasethe O-ringofthe
adjustmentneedlewith T158.

@&EP rFrontfork4357 MX Multi Adjuster2000 Assemblingtaprebound
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Mountthe needlewith spring
intothetaprebound.
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Assembling cartridge

Presswith T507 the DU-bushinto
thescrewsleeve.

Clampthepistonrodin T508S.
Atthelevelwherethe hydraulic
stopismounted.

Wettingthethreadwith T131.
Andscrewthetapinthe piston
rod.

o

@& rrontfork4357 MXMultiAdjuster2000 Assemblingcartridge



Workshop manual AT AT 5 LTI

4357MXMultiAdjuster2000

Product
Exploded View
Disassembly & Assembling

Tightenthetaprebound.

Clampthe pistonrod “ nottoo
tight "inatthe othersideand
replacethe screwsleevewith
springretainer.

Screwthe hydraulicstop“hand
tight"tothe end ofthe thread
ofthe pistonrod.

@& rFrontfork4357 MXMultiAdjuster2000 Assemblingcartridge
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Clampthetubewithpluginthe
clampingblock (T508S)and
assemblethe pistonrod“cpl.”
intothetube.
Guidethepistonring!!!

Before assembling wet the
thread of the screwsleeve
with T131.

Screwthescrewsleeveintothe
tube.

Tightenthe screwsleeve.

Frontfork 4357 MX Multi Adjuster 2000 Assemblingcartridge
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Assembling outer-
tube

ReplaceanewO-ringinthe
groove ofthe axle-clamp.

Wettingthethread ofthe axle-
clampwith T132.

Wettingthethread oftheinner-
tubewithT132.

@& rFrontfork4357 MX Multi Adjuster2000 Assemblingouter-tube
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Assembletheinner-tubeinthe
axle-clamp.

Screwverytighttheinner-tube
with T503and T605.

Applythe dustwiperwith T511.

S060F WM
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Place T512overtheinne-tube
andassemblethe dustwiper.

Replacethecirclip.

Applytheinnerside ofthe
oilsealwith
T511andtheoutersidewith
frontforkoil.

Assembling outer-tube
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Assembletheoilseal.
Payattentiontotheassembling
direction!!!

Removethetoolandreplacethe
supportring.

Assembleboth DU-bushes.

Frontfork 4357 MXMulti Adjuster 2000 Assemblingouter-tube
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Slide carefullythe outer-tube
overtheinner-tube.

AssemblewithT502S the DU-bush
-withtheflatside-and....

...taporpushitintothe
outer-tube.

Frontfork 4357 MXMulti Adjuster 2000 Assemblingouter-tube
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Usetheotherside of T502S....

....andtaptheoilsealintothe
outer-tube.

Assemblethecirclipinthe
groove ofthe outer-tube.

Important: Check this very
carefully!!!

Frontfork 4357 MXMulti Adjuster 2000 Assemblingouter-tube
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Assemblethe dustwiperwith
T502S.

Placethe cartridgeinthe
forkleg.

Applythe O-ringofthe

compression pistonwith

frontforkoil.

Assemblingouter-tube
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Assemblethe cartridgeinthe
centerofthe axle-clampand
tightenthe holdercompression
toatorque of 25Nm.

Assembletheadjustmenttube.

@ rrontfork4357 MXMultiAdjuster2000
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Keepthe outer-tube downandthe
pistonrodalittle bitextended

(like picture), filltheforkleg
withoiltillthe edge ofthe
outer-tube, waitafewmoments,
youwillseeairbubblesrising

up.

The oilmuststay abovethe4
holesoftheinner-tube, if
necesarryfillsomeextraoilin
theforkleg.

Movethepistonrod (keepthe
adjustmenttube onhisplace)
severaltimesupanddown, till
youfeelthatthe cartridgeis
fullwith oil, (the dampingis
smoothovertheentire stroke)
mostlyitis necesarrytofill
some (nottoo much) extraoilin
theforkleg.

Now compressthe pistonrodand
outer-tube fully down, andfill
theforklegwith oiltillabout
25mmunderthe 4 holes ofthe
inner-tube. Movethe pistonrod
andtheouter-tube atthe same
time severaltimesupanddown
overtheentirestroke.

Pushthe pistonrodand outer-
tubefullydownandadjustthe
oillevel (airchamber)with
T137S.

Assemblingouter-tube
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Pullthe pistonrod outand
assemblethespring.

Pullthe springdownwardsand
place open-endspanner20onthe
hydraulicstop.

Replacefirstthe steelwasher
onthe spring, thenthe preload
spacer(s).

Frontfork 4357 MX Multi Adjuster 2000 Assemblingouter-tube
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r
Turntheadjustingknob
completelytotheleft.

\

4
Screwhandtightthe screwcapon
the pistonrod.

.

Screwdownthe screwcap, till
the hydr. stopisagainstthe
capandtightenittoatorque
® ' 0of 20Nm (+10%).
]
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removethespanner.
)

r
] Pullthe springdownwardsand

— |

Tightenthe screwcaptoatorque
of 25Nm.
Use T103withthe PAversion.

Positionrebound!

Frontfork 4357 MX Multi Adjuster 2000 Assemblingouter-tube
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Positioncompression!
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